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installation and operating 

instructions, visit

Sy-Klone.com/RAinfo

Audible and Visual Alarms 

The cab alarm sounds 
when cab pressure goes 

outside limits, or when CO2 

or dust levels exceed 
thresholds (alarms are 

user-adjustable). Alarm 
state resets when the cab 
conditions return to the 

acceptable range or when 
the power is cycled off/on.
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for RESPA IQ

Sy-Klone’s RESPA® IQ Valve is designed to work in 

conjunction with the RESPA Advisor®+ 2.0 to continuously 

monitor and adjust airflow to regulate cabin pressure using 

real-time sensor data. Control the RESPA IQ via the

CAN/Auxiliary port with a wiring harness (RCF2930 for 

Recirc/RESPA IQ, or the RASK6907 for RESPA IQ only, 

available separately; contact Sy-Klone for details .)

Quick Start: RESPA IQ Setup
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Support

After reading the support info at Sy-Klone.com/RAinfo, if you still have questions or problems, please 

contact your reseller or Sy-Klone for technical assistance.

Settings Screen
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How to Set Target Pressure & Offset

The system will be set to default values for target pressure and target pressure offset and can be used 

with no further configuration. Target pressure default is 50 Pa ±3 Pa. The target pressure and target 

pressure offset can be adjusted to better suit the installation.

1. Enter the Settings Menu. Press the Settings button

on the home screen.

2. The PIN code screen will be displayed. Default PIN 

code is 56538. Press the Confirm button.

3. Press the Pressure Units/Target Pressure button.

4. Use the left Up/Down Scroll buttons to set the 

target pressure value for the enclosure. 

5. Use the right Up/Down Scroll buttons to set the 

target pressure offset (tolerance). 

6. Press the Confirm (green check) button when 

changes are complete. 

NOTE: The target pressure can be set between 50 Pa 

and 150 Pa in 10 Pa increments (0.20 in.H20 to 0.60 

in.H20 in 0.04 in.H2O increments).

NOTE: The target pressure offset can be set between 0 

Pa and 10 Pa in 1 Pa increments (0.00 in.H20 to 0.04 

in.H20 in 0.004 in.H2O increments).
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